L anclscape Construction

RiverWalk Parkway Medians
at La Sierra University

Phases 1, 2 & 3

Prepared For:

Griffin Industries

TheCollaborativeWest

GENERAL NOTES

. All work shall conform to Cilty standards and these plans.

city standards shall prevail.

GENERAL NOTES FOR PUBLIC MAINTAINED LANDSCAPES

1.  Allrelated work shall conform to the City of Riverside Park and Recreation Department Standards and
Specifications for Planting and Irrigation work. (Specifications section 02441 and 02480).

When calling for inspections contact the Park Projects Inspector a minimum of 48 hours in advance at

(909) 715-3469 to schedule an inspection. A Field Notice will be issued as written approval for each
stage of inspection. A verbal approval will not be acceptable. Inspections are required per the standard

a. After completion of final grading of the lots and when all utility services and sewer laterals have been

b. At time of installation of irrigation sleeves and constant pressure mainlines, but prior to backfill of trenches
for same (Note: mainlines must be pressure tested in the presence of the Park Projects Inspector);

After planting and all other indicated or specified work has been completed, for start of maintenance;
. At substantial completion of the project for City's acceptance to start the required maintenance period;
. At the end of the Maintenance Period, the Contractor /Developer shall call the Park Projects Inspector at

(909) 715-3469 for a final acceptance inspection in order to be released from maintenance. Developers

bonds will not be released until after receipt of written notification from the City that the project has passed
final inspection and the Park and Recreation Department is assuming maintenance responsibilities.

The Developer shall be responsible to acceptably maintain all plantings for a minimum period of ONE (1) year.

2.
specifications, and include but are not necessarily limited to the following:
marked, but prior to initiating any landscape work within the public right of way;
c. At time of installation of irrigation valves, laterals and heads;
d. For spotting of all trees prior to digging planting pits;
e. While digging plant pits and planting/relocating trees;
f.
g
h
3.
4,

All public landscape areas to be maintained by the HOA must be automatically irrigated.

*NOTE: In the interest of public safety and maintenance the Park Projects Inspector shall have the authority to revise
the tree quantites and locations shown on approved plans based upon field conditions found at the time

of installation of the trees.

In case of conflict,

Notes are directed to the work of the contractor unless otherwise noted on

the plans.

Work not intended to be under contractor’s contract:

A
B.
C.

N.I.C. — Not in Contract
By others
Existing

Contractor shall verify with Landscape Architect prior to the start of work, that
plans are current and approved.

These plans are based on improvement plans by Canty, Pace, & Webb Engineering cCiyjl
information contained within these plans are for reference only.

The contractor shall obtain all necessary and/or required permits and pay all
related fees and/or taxes required to install the work on these plans.

Contractor shall submit a schedule of work, to be approved by the owner and

Landscape Architect, prior to beginning the project.

accordance with said schedule.

The work shall be in

The contractor shall be responsible for coordinating his work with other trades.

Contractor shall notify the owner and Landscape Architect in writing of any
discrepancies in existing conditions or within the plans prior to beginning the

work.

. It is the responsibility of the contractor to familiarize himself with all grade
differences, location of walls and above and below ground utilities. The
contractor shall repair or replace all items damaged by his work.

. The contractor shall notify the Landscape Architect prior to beginning work
and shall be responsible for coordinating with the general contractor, Landscape
Architect and City for all required inspections and tests of the installed work.

. All material shall be new unless otherwise specified.

. The contractor shall immediately upon being awarded the contract, make any
arrangements necessary to insure that all materials and supplies will be available
when needed for this project.

. Additions and/or delétions of material and/or labor shall be made at unit prices
established with the contractor prior to beginning the work.

. Determination of “equal” substitutions shall be made only by the
Landscape Architect, with the concurrence of the Park Projects Insector.

. The Landscape Architect shall be notified no less than 48 hours in advance of
any inspections or meetings. The Park Projects Insector shall be contacted a minimum of
48 hours before each required inspection to request such inspection.

. Contractor shall be backcharged for Landscape Architect’s time when inspections
are called for and it is found that the work is not significantly ready upon
inspection or the appointment is not kept.

Owner:

Griffin Industries
4710 RiverWalk Parkway

Riverside, CA 92505
909—-509—-8622

Contact: Toby Waxman

Landscape Architects:

The Collaborative West Inc.

100 Avenida Miramar
San Clemente, CA 92672
Phone: 949-366—6624

Contact: Richard Crichton

Irrigation Consultant:
Landscape Irrigation Consulting
33282 Golden Lantern Street, Suite 201

Dana Point, CA 92629
949—-661-0905

Contact: Frank Simon

APPROVALS

OWNER/CONSULTANT

City Approval — City of Riverside (Parks and Recreation) —

Drawings —or:

Construction Plan See Sheet -1
Irrigation Plan See Sheet I-1
Planting Plan See Sheet p-1
Electrical Plan See Sheet

Construction Plan See Speét 4
Irrigation Plan See SfieptT.2
Planting P/a Sheet P-2
Electric 4“‘/ / Seo Sheet E-2

APPROVAL BY:
PARKS AND RECREATION DEPARTMENT

Signature / Date
(For Entire S&t.6f Plans)

Civil Engineers:

Pacific Advanced Civil Engineering.
17902 Georgetown Lane

Huntington Beach, CA 92647
714—843-5734 714—848—4922 FAX
Contact: Sonny Sim

Albert A. Webb Associates
3788 McCray St

Riverside, CA 92506
909—-686—-1070

Contact: Richard Teller
Canty Engineering Group
2020 lowa Ave., Ste. 102
Riverside, CA

909—-683-5234
Contact: John Canty

Utility Consultant:

Butsko Utility Design

27403 Ynez Road, Ste. 208
Temecula, CA 92591
909—-676—4090

Contact: Carl Richards

City Approval — City of Riverside (Planning Department) —

City Approval — City of Riverside (Public Works) —

SUBMITTALS

Progress Prints - July 7, 2000

City Submittal (Prelim.)— City of Riverside (Parks and Recreation) — October, 2000

City Submittal — City of Riverside (Parks and Recreation) — January 9, 2001 .

City Submittal — City of Riverside (Building and Safety Dept) — February 1, 2001

City Submittal — City of Riverside (Parks & Rec., Bldg./Safety, Public Works) — June 13, 2001

City Submittal — City of Riverside (Public Works) — August 8, 2001

City Submittal — City of Riverside (Planning Department) — October 8, 2001

City Submittal — City of Riverside (Parks and Rec.) — October 31, 2001

City Submittal — Cily of Riverside (Parks and Rec.) — February 26, 2002
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NOT TO SCALE

NOTE TO CONTRACTOR:

Pinkline sets are for bid purposes only.
Blueline construction sets will be issued at award of bid.

VICINITY MAP

Toll Road
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NOT TO SCALE

SITE LOCA | ON

PROJECT SITE

NOT TO SCALE

Underground Service Alert

cat:  TOLL FREE

1 — 800

227-2600

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUQUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

PREPARED UNDER THE DIRECTION OF: Lodscapn Achiocore s . '
R RiverWalk Medians A e reio o oo s o3/ CITY OF RIVERSIDE, CALIFORNIA Title Sheet PROVECT 0. GIot-000
__ Habllat Restorfion at La Sierra Unl'versity DEPARTMENT OF PU BLIC WORKS R_3567_ML
100 Ao Miomr APPROVED BY BY |DATE | APPRO BY Riverwalk Park way Medians
o, S 2672 PRINCIPAL ENGR. | [¥/94aml . M; /
REGISTERED CIML ENGINEER NO. SCALE:  T7=4U" MARK REVISIONS APPR.| DATE EQEKSP‘?NEP;reCtOF /515708 P / /
EXPIRATION DATE: DATE: DATE: Feb. 26, 2002 DESIGNED BY _ T.C.W.  prawn BY__LCW.  cHeckep BY_R.C. STREET SERVICES e PELL DATE £/20/0t— FLE No. T
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Underground Service Alert

cal:  TOLL FREE
@‘ 1 — 800
227—2600

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY .
CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

City Business Tax Certificate No. 103549 Exp. Date 03-01-02 .
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CONSTRUCTION LEGEND
RiverWalk Medians

KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.
1.1 Medians per Canty Engineering |
1.2 Concrete Maintenance Strip Intergral colored concrete paving lé/ a light broom B CD—-1

adjacent to planting “on one side.

finish. Color to be C—26 Antigue Cork. Pattern as
approved by Planning Department. Provide cold
oint where strip is ‘adjacent to curb on both sides.
Provide cold joint adjacent to curb where strip is

L o0 1

o or

Dilmak CMU block; Red Mountain legderstone veneer. Veolloy—Builéing
T Drystack mortarless look. See stone wall notes

below.
cap. e AN H PR F O e et OIS GOF th—Scoriert
finish.
3l'ynuyv oy e Uity Ol
Riverside Planning Department.
1.4 Mow Curb Natural grey color concrete. Light broom finish. D, cD-1

Provide tooled score joint at midpoint.

SAMPLES AND MATERIALS REQUIREMENTS:

e Contractor will provide the following samples or materials in the size and quantity noted. Contractor will
match approved sample or remove and replace work at his own expense.

SAMPLES

A One (1) 3" x 3’ sample of intergral color #C—26 Antique Cork
with a light broom finish.

NOTE

GRADING PER CANTY ENGINEERING

Legend

$
¢

B.C.R.
F.0.C.

P.0.B.
P.A.

Joint
7.

2.

Construction Callout

Point of Beginning

Center Line

Beginning of Curb Radius
Face of Curb

Point of Beginning
Planting Area

Notes:

Provide tooled score joints at maintenance strip
every 5 o.c.

Provide cold joints where maintenance strip
is adjacent to curb on both sides of median.

Where existing curb provides expansion joint, provide matching
joint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.

See detail ‘A’, sheet CD—1.

Detail Callout
cD-2/D

QDetail Letter
Sheet Reference

-0 20 40 80
SCALE: 1'= 400"

PREPARED UNDER THE DIRECTION OFf:

landscape Architecture
Urban Design
Plarning

Habitat Restoration

100 Avenlda Miramar

San Clemeete

Calfomta 92672

Phone 949.366.6624

Fax 949.366.6626
www.thecollaborativewest.com

.. TheCollaborativeWest

RiverWalk Medians

at La Sierra University

Prepared For: Griffin Industries

03/21/02

A Turn Lane Revision per Client Request

CITY OF RIVERSIDE, CALIFORNIA
DEPARTMENT OF PUBLIC WORKS

APPROVED BY BY |DATE | APPROVED BY

PRINCIPAL ENGR.

REGISTERED CIVIL ENGINEER NO.
EXPIRATION DATE: DATE:

SCALE:  1"=40-0"

BENCH MARK

DATE:, Feb. 26, 2002

PLANNING DEPT. DIRECTOR OF PUBLIC WORKS

MARK REVISIONS

APPR.

DATE

PARKS DEPT.

PROJECT NO. GI01-000

Construction Plan

Riverwalk Parkway Median
Sta. 10+37 - 18+00

R-3561-ML

SHEET 2

or_36

DESIGNED BY __T.C.W.

DRAWN BY__T.C.W.

CHECKED BY_R.C.

Dpty. P.W. Director DATE

STREET SERVICES

FILE NO.: C' 1

——

RiverWalk Parkway Medians PC - 4268 -M 71




CONSTRUCTION LEGEND
RiverWalk Medians

KEY | DESCRIPTION COLOR AND FINISH ' DETAIL REF.
1.1 | Medians per Canty Engineering
et . : . Natural grey concrete; light broom finish _
= }=:==$\§§\§: \,\ 1.2 Concrete Maintenance Strip 5 i f.t « e\'- tern as 'a'[t)p roved bt PiTiing B, ¢cD—-1
= = SN Department. Provid&=esld_joint_where~Str
e @.’;{&“s\ ‘ is padjacent to curb on_bo¥h<Sides. P
. \‘\_\\::ii Provide cold joint_adfacent to curb™w is
. acbacggﬁ_,t pfanting “on one side.
; Intergral colored concrete paving w/ a light broom
) Bid Alternate fimah. Color to_ be. Co26 Antigure AR
—fF—tARRotRoomoRt—Mortmontation- T
i CMU block; Red Mountain legderstone veneer. Volloy—Ruilding
TR gr)//stack mortariess look. See stone wall notes
elow.
&ap RHR—p Gt ei—gre T—Scotterd
finish.
Sronege PET SIS OppTOvET Dy eIy Ot
Riverside Planning Department.
1.4 Mow Curb Natural grey color concrete. Light broom finish. D, CcD—1
Provide tooled score joint at midpoint.

Legend
é‘Q Construction Callout
@ Point of Beginning
¢ Center Line
B.C.R. Beginhing of Curb Radius
F.O.C. Face of Curb
P.O.B. Point of Beginning
P.A. Planting Area

~ Joint Notes:

7. Provide tooled score joints at maintenance strip
every 5 o.c.

2. Provide cold joints where maintenance strip
is adjacent to curb on both sides of median.

3. Where existing curb provides expansion joint, provide matching
Jjoint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.
See detail ‘A’, sheet CD—1.

Detail Callout
cD-2/D

K\Deta/‘/ Letter
Sheet Reference

——v

0 20 40 80
_ . SCALE: 1'=40-0"
City Business Tax Certificate No. 103549 Exp. Date 03-01-9Z© 3 ~
PREPARED UNDER THE DIRECTION OF: Landscape Archictira R y W lk M d' PROJECT NO i
. i IverWa edians [ Al G721/ CITY OF RIVERSIDE, CALIFORNIA . - Giot-000
Underground Service Alert PRIVATE ENGINEERING NOTE Planning . - DEPARTMENT OF P(JBLIC WORKS COﬂSfoCfIOﬂ Plan
Habitat Restorafion ] " ]
ot TOLL FREE | coemmoy comperns s i ooammagtamy — at La Sterra University . .| R-3561-ML
T,\ gg’t\l\l‘%RACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE 100 Aventdo Miromar APPROVED BY BY |DATE | APPRO BY R/ Verwa/k P ari k Way Medlan
1 — 800 RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF i Clements 5
CRSTRICTON, oF i SHOECT NGNS S o A Pesons e | PRicr Bl y ) 2 Sta. 18+00 - 25+00 |
227-2600 é%%ﬂs?rqauuoc‘%%ﬁ R vy B wontesigortovsicon___TheCollaborative West Prepared For: Griffin Industries pLanniNG DEPT. VY, H[ib DIRECTOR OF PUBLIC WORKS ’ 3 36
. : . " _ a0t BENCH MARK = v SHEET OF
LRI, REAL OF ALLECED. IN. CONNECTON Wit THE o~ CVIL ENGINEER NO SCALE:  1"=40%0 MARK REVISIONS APPR.| DATE | PARKS DEPT. WLis iz
TWO WORKING DAYS BEFORE YOU DIG PERFORMANCE. OF WORK ON THIS PROJECT, EXCEPTING LIABILITY REGISTERED : Dpty. P.W. Director DATE 3/44/«1 _

ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFE: : EXPIRATION DATE: DATE: | DATE: Feb. 26, 2002 DESIGNED BY T.C.W. DRAWN BY T.C.W. CHECKED BY_A.C. STREET SERVICES TAe %L’ “ FILE NO.: C-2
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CONSTRUCTION LEGEND
RiverWalk Medians
Legend
KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.
1.1 Medians per Canty Engineering é—‘O Construction Callout
1.2 | Concrete Maintenance Strip N“ﬁ‘g?;_g%” concrete; light broom finish_with B, CD—1
24 =8goring pattern as approve lanning ’ ; -
Departmen .‘“Rgo ?de cold joi p;? ere strip G Point of Beginning
s "adjacent to curb~enJ sides. Center Li
Provide cold joiptedfacent-to—curh where strip is ¢ enter Line
adjacent.. anting “on oneoﬁgé\\ BCR Beainni ¢ Curb Rodi
Bid Alternate r]te_arﬁ al colored concrete paving Wc’/ a light broom T eginning or Lurb Raaius
finish. Color to be C—26 Antique Cork. FO.C. Face of Curb
Gt AROHROOFROR ORISR GHIOR~ G et P.O.B. Point of Beginning
et CMU block; Red Mountain legderstone veneer. VolloymBuilding P.A. Planting Area
Drystack mortarless look. See stone wall notes 7
below. : .
s iR ratorai—tror—coneroto—oo—Modim—aandbio E——— Joint Notes:
_ finish. 1. Provide tooled score joints at maintenance strip
Stonage T SIgTT DETTIi s OppToveY Dy ety ot every 5 o.c.
Riverside Planning Department.
g 7P 2. Provide cold joints where maintenance strip
1.4 | Mow Curb Natural grey color concrete.  Light broom finish. D, CD-1 is adjacent to curb on both sides of median.
Provide tooled score joint at midpoint. . . . . . . .
3. Where existing curb provides expansion joint, provide matching

Joint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.
See detail 'A’, sheet CD—1.

Detail Callout
cD-2/D

QDetai/ Letter
Sheet Reference

0 20 4 a0

o

SCALE: 1'= 400"
City Business Tax Certificate No. 103549 Exp. Date 03-01-QZ© 3

: REPARED UNDER THE DIRECTION OF: Landscape Archlactre - ' : . -
A s RiverWa edians [ 3/ CITY OF RIVERSIDE, CALIFORNIA . PROVECT No. GID1-000
Und d Service Alert PRIVATE ENGINEERING NOTE Pl \ o 1 Construction Plan
R — t La Sierra Universit DEPARTMENT OF PUBLIC WORKS structio
cal:  TOLL FREE | covemuenon comuomn e, mar oy secomner w at~a olerra tniversiy . .| R-3561-ML
R Cosicie L e ke 15 el e Coielee et PR 5| [ | ipPROSD B Riverwalk Parkway Median
1 — 800 CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS hone i 92672 PRINCIPAL ENGR. ot / 7 S ;. 2 5 0 0 ) 3 7 0 0
AND PROPERTY; THAT THIS REQ&.{IREMENTNSOHA&AL ngogl/(xgl% TSOGEELYAND 049 60 6636 TheCollaborat Prepared For- Griffin Industries P — ( h (9} K ]01)& LY a. + +
227-2600 CONSTRUCTION CONTRAGTOR FURTHER ACREES To. DEFEND, INDEMNIFY yrenw hacoloborsfrowesh o CollaborariveWest P : : [l ¢/RI[Y" DIRECTOR OF PUBLIC WORKS sheer 4 or 36
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL SCALE: 1" = 40-0" BENCH MARK 5pr | DATE PARKS DEPT. 4@'9‘“/[5/92/
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE ISTERED CIVIL ENGINEER NO MARK REVISIONS A . . radl
TWO WORKING DAYS BEFORE YOU DIG PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY REG . Dpty. P.W. Director DATE 3 Ge/6
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CONSTRUCTION LEGEND
RiverWalk Medians
KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.
1.1 Medians per Canty Engineering
: . Na rey concrete; light broom finish wi _
1.2 | Concrete Maintenance Strip 29 gs Cé’n.ng ottern ga s approved by Albnning B, cD-1
Department=Lrovide cold joint whg ]
is adjacent to ctorb.gon bolh-efdes.
Provide cold joint_adfetem=ta. ¢ where strip is
adjgcent..to
; ntergral colored concrete paving w/ a light broom
Bid Alternate finish. Color to be C—26 /fntiquge ork. 7
AR OHREOTROR—MORHRORiGHOR E—ob—t
Ol CMU_block; Red Mountain legderstone veneer. Vehoy—Building
TR Drystack mortariess look. See stone wall noles
below.
fal DD o H
&ap- A AP eI FOF GO GG GO G I HIGANG S oo fomtppereorerr ffrpfccmc
finish.
i'ylluyv b/l)’ or
Riverside Planning Department.
1.4 Mow Curb Natural grey color concrete.  Light broom finish. D, ¢CD—1
Provide tooled score joint at midpoint.
Legend
("‘O Construction Callout
G Point of Beginning
¢ Center Line
B.C.R. Beginning of Curb Radius
F.0.C. Face of Curb
P.0.B. Point of Beginning
P.A Planting Area
Joint Notes:
1. Provide tooled score joints at maintenance strip
every 5 o.c.
2. Provide cold joints where maintenance strip
is adjacent to curb on both sides of median.
3. Where existing curb provides expansion joint, provide matching
Joint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.
See detail ‘A’, sheet CD—1.
Detail Callout
cD-2/D
QDetai/ Letter
Sheet Reference
0 20 40 80
City Business Tax Certificate No. 103549 Exp. Date 03-01-pZ 03 | SCALE: 1'= 400
. PREPARED UNDER THE DIRECTION OF: landscape Archictre R' |/ ' A . PROJECT NO. GI01-000
e iverWalk Medians [~ 5571702 CITY OF RIVERSIDE, CALIFORNIA .
Underground Service Alert PRIVATE ENGINEERING NOTE e _ , , N DEPARTMENT OF P(JBLIC WORKS Construction Plan
Cail: TOLL FREE CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH [ at La S’ erra Ur” versi ty - . . R-3561-ML
T CONTRAGTOR WiLL BF REQUIRED TO ASSUME SOLE AND COMPLETE 100 i Mirmr APPROVED BY | BY [0ATE | APPROVED-BY Riverwalk Parkway Median
S 1 — 800 RESPONSIBILITY FOR JOB SITE_CONDITIONS DURING THE COURSE OF o n Clomarte RINGIPAL ENGR Ty //JZ;«V/ K /
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS Phone Ao 26 aons . A Sta 3 7. 00 _ 46 + 25
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY s s, . g , v e 7 i +
_ CONTINUOUSLY 'AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND wwthecollcboraivewsstcon  TheCollaborativeWest Prepared For: Griffin Industries : PLANNING DEPT. UIB DIRECTOR OF PUBLIC WORKS 5 36
227-2600 CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY NCH MARR . SHEET OF
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL SCALE:  71"=40-0" BE VARK REVISIONS APPR.| DATE |__PARKS DEPT. oBiIS o
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE REGISTERED CIVIL ENGINEER NO - -
TWO WORKING DAYS BEFORE YOU DIG PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY : Dpty. P.W. Director . DATE 1?47 (A C 4
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CONSTRUCTION LEGEND
RiverWalk Medians

KEY | DESCRIPTION COLOR AND FINISH

DETAIL REF.

1.1 Medians per Canty Engineering

1.2 Concrete Maintenance Strip 0" s Z S
Department.  Provide~seld_jgi#t”
is adjacent to curb_ga-Dolr~sides

adjacent fe~planting “on one side.

finish. Color to be C—-26 Antique Cork.

Provide cold jojp¥~Gdjacent to curb Wwhe

Bid Alternate /ntefﬁra/ colored concrete paving ;g/ a light broom

B, CD-1

Val o0 1

e el POLROSIRIORE—MOR R OR G OR

ks CMU block; Red Mountain_leqderstone veneer. Veoy—Buicing
i Drystack mortarless look. See stone wall noltes

Riverside Planning Department.

below.

fal DD

oGP To PGt —tt—Scorficl—
finish.

Sryrluyu C’iyia'

Provide tooled score joint at midpoint,

1.4 Mow Curb Natural grey color concrete.  Light broom finish. D, ¢D—1

Legend

<—-‘O Construction Callout

City Business Tax Certificate No. 103549 Exp. Date 03-01-0203

@ Point of Beginning
¢ Center Line
B.C.R. Beginning of Curb Radius
F.O0.C. Face of Curb
P.O.B. Point of Beginning
P.A. Planting Area

Joint Notes:

1. Provide_ tooled score joints at maintenance strip
every 5 o.c.

2. Provide cold joints where maintenance strip
is adjacent to curb on both sides of median.

3. Where existing curb provides expansion joint, provide matching
joint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.
See detail 'A’, sheet CD—1.

Detail Callout
cD-2/D

QDetai/ Letter
Sheet Reference
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City Business Tax Certificate No. 103549 Exp. Date 03-01-8203
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CONSTRUCTION LEGEND
RiverWalk Medians

KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.
1.1 | Medians per Canty Engineering
1.2 Concrete Maintenance Strip 2’2‘; “-»-' e.”f?g i‘;:',', n/"%’g :;g;’g’/ eSh thnin g B, CcD-1

Provide
adjceerr.

CQIE=OT,
s

<k

Bid Alternate

Department. Provide-«o
is adjacent to curb OHTHEeS

forit. adjacent to curb where™sigp is
o planting “on one side. ~

Intergral colored concrete paving w,
finish. Color to be C—26 Antique Cork.

ald_joint strip
RATESFeS

a light broom

Al alnl 1

I, T 7

below.

Diimands CMU block: Red Mountain legderstone veneer. Veolloy—Biilding
i Drystack mortarless look. See stone wall noles

Oa I )] o B0
Tre

finish.

Riverside Planning Department.

Ty~ 07

1.4 Mow Curb Natural grey color concrete. Light broom finish. 2 ch-1
Provide tooled score joint at midpoint. .
Legend

$
¢

B.C.R.

F.0.C.
P.O.B.

P.A.

Joint
7.

2.

3.

Construction Callout

Point of Beginning
Center Line

Beginning of Curb Radius
Face of Curb

Point of Beginning
Planting Area

Notes:

Provide_tooled score joints at maintenance strip

every 5 o.c.

Provide cold joints where maintenance strip
is adjacent to curb on both sides of median.

Where existing curb provides expansion joint, provide matching
joint (location, type and size) transversing maintenance strip.

All expansion joints refer to sheet CS—1, 3.3.
See detail 'A’, sheet CD—1.

Detail Callout

CD—2/D

K\-Detai/ Letter
Sheet Reference

SCALE: 1'= 40-0"
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Underground Service Alert

cal:  TOLL FREE
‘qﬁii 1 — 800
227-2600

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

PREPARED UNDER THE DIRECTION OF: Er———— . x
i RiverWalk Medians [~1v= w2170 CITY OF RIVERSIDE, CALIFORNIA Construction Plan PROIECT No. G000
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CONSTRUCTION LEGEND
RiverWalk Medians

KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.

1.1 Medians per Canty Engineering

B, CD-1
24 ~sgorng pattern as approved by~

Department. Provde ere~Strip
s ‘adjacent to curb on ks
Provide cold joipt-edidtent to COTD
\ adjacgni—te=planting “on one side.

>l 1.2 | Concrete Maintenance Strip tr grey concrete; light broom finish with

: ntergral colored concrete paving w/ a light broom
( Bid Alternate ﬂnisf({ Color to be C-26 fntiquge Cérk. J

et A IO CRIOR SRRSO VoS AYn W
\ 0 A= T4 ~ A

Ol CMU block; Red Mountain leqderstone veneer. oy
TR Drys?ac?? mortarless look. oee stone wall notes Kokay—Buiding

\ below.

Can QIR

\ i firish,

i
|

\ Riverside Planning Department.
1.4 Mow Curb Natural grey color concrete. Light broom finish. D, CD—-1
>\ Provide tooled score joint at midpoint.
\ Legend
\\ é“O Construction Callout
G Point of Beginning
¢ Center Line
B.C.R. Beginning of Curb Radius
F.0.C. Face of Curb
P.O.B. Point of Beginning
P.A. Planting Area

Joint Notes:

1. Provide tooled score joints at maintenance strip
every 5 o.c.

2. Frovide cold joints where maintenance strip
is adjacent to curb on both sides of median.

3. Where existing curb provides expansion joint, provide matching
Jjoint (location, type and size) transversing maintenance strip.
All expansion joints refer to sheet CS—1, 3.3.
See detail 'A’, sheet CD—1.

Detail Callout
cb-2/D

QDetai/ Letter
Sheet Reference
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Underground Service Alert PRIVATE ENGINEERING NOTE " Plazning - DEPARTMENT OF PUBLIC WORKS COnSfrUCflon Plan
abitat Restoration » I [
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%\ CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE 100 Aranida Miramar APPROVED BY BY |DATE | APPROV v Rlverwa/k Parkwa y Medlan !
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CONSTRUCTION LEGEND

Uy RiverWalk Medians
KEY | DESCRIPTION COLOR AND FINISH DETAIL REF.
1.1 Medians per Canly Engineering
. ; Natural grey concrete; light broom finish wj _
1.2 Concrete Maintenance Strip “r 5. gs cBVr/h g pattern % s approve Bnning B, cD-1
Departirents.Lrovide cold joi ére strip
is "adjacent to_ Cubm-rr~both sides.
: Provide cold=joint adjaceémt~te~curh where strip is
adigeefit to planting “on one side.
; Intergral colored concrete paving w/ a light broom
bid Alternate finish. Color to be C-26 fntiquge ork. I
Bt R RO RO ORGP ROREGOF~ G—6P—+
Dl s CMU block; Red Mountain legderstone veneer. KahoymRuileiigmm
TSR Drystack mortarless look. See stone wall notes )
below.
fa DID o
P e O o oo /(¢ A
finish.
Stamage Per ST Pt US appToveEd by the ity ot
Riverside Planning Department.
1.4 Mow Curb Natural grey color concrete.  Light broom finish. D, cD—1
' Provide tooled score joint at midpoint.
SAMPLES AND MATERIALS REQUIREMENTS:
e Contractor will provide the following samples or materials in the size and quantity noted. Contractor will
match approved sample or remove and replace work at his own expense.
SAMPLES
D) A One (1) 3" x 3° sample of intergral color #C—26 Antique Cork
I: with a light broom finish.
T~
N Legend
9
o) | :
Construction Callout
V1
§ G Point of Beginning
E I ¢ Center Line
=~
N l B.C.R. Beginning of Curb Radius
A | F.0.C. Face of Curb
E)') P.O.B. Point of Beginning
(.’Q) I P.A. Planting Area
3 l Joint Notes:
2 I 1. Provide_ tooled score joints at maintenance strip
g every 5’ o.c.
= _l —— == 2. Provide cold joints where maintenance strip
-% is adjacent to curb on both sides of median.
%l 3. Where existing curb provides expansion joint, provide matching
' Jjoint (location, type and size) transversing maintenance strip.
If All expansion joints refer to sheet CS—1, 3.3.
I See detail 'A’, sheet CD—1.
) "'I Detail Callout
CcD-2/D
\\Deta/'/ Letter
Sheet Reference
0 20 40 80
’ . 2 pe S ALE‘. 1I= 0'_ n
City Business Tax Certificate No. 103549 Exp. Date 03-01-02 ©3 ' c 40-0
PREPARED UNDER THE DIRECTION OF: Landscopo Arhfochre 4 VV /k M d 1 PROJECT NO. GI01-000
Underground Service Alert PRIVATE ENGINEERING NOTE Ve Dot RIVGf a ealans A NTS 03/21/02¢] CITY OF RIVERS|DE, CALIFORNIA , - @
g - t 1.4 Sierra Universit DEPARTMENT OF PUBLIC WORKS |  Construction Plan
ool TOLL FREE | soemron soumres sress marn scommues arta olera university . | R-3561-ML
. wvenlda Miramar
A 1 - 800 COMTEACTR i 2 SEQUED G sl s i Coleiers, =~ irerowe B | BY oA | APPROVED- BY Riverwalk Parkway Medians
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS hone el 72672 PRINCIPAL ENGR. £ /ﬁ/,nL A S 77 7 4
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fo o T
="
Sawcut

Notes:

e for sawcut, scoreline, and expansion joint
distance refer to Construction Plan Legend.

" @ turf

7
:}2

)

" @ planters

8”
J" 2"

Concrete Cap

Scale: 1'=1"-0"

Section

/ e A*.’:M' Em. . " Scale: 14E1'-0"
mﬂﬁmﬁ‘lfl_' N
a ===l =
T— — == = o
/ot =T e ) 1. PIP concrete cap set in mortar.
S . " 2. Ledger stone veneer with
coreline mortarless appearance.
Q e e e Typical Section 3. Project signage inset into stone.
Scale: 1"=1"-0" :
4. Grout solid.
/ _/ 5. 16x8x8 CMU block, grout solid
wa . - W7 s P Legend ‘ » 9 '
. 4, el %A < / 6. Concrete Footing per engineer.
SRR Y / DRy Y 1. 4” thick concrete @ median island .
/=== == = = '/' edges and ends. Concrete color and scoring as approved by < 7. 90% Compacted sub—grade.
t| [ =] |[="" = =" City Planning Department ( Width varies 8. Finish Grade.
Ex ar;é'on o ; at ends of islands) 9. Steel reinforcing per Engineer.
P ! Section y o w 2. #4 continuous rebar, horizontal.
Joint Scale: 1 1/2"=1"-0 T
3. Finish grade.
L d 4. 90% n;;in. compacted soil to depth
Legenda of 12” below subgrade elevation. 8 Refer to Structural Engineer’s detail
1. 3/8” wide tooled scoreline, 1” deep, 1/8” radius at edges. 5. Cold joint. L below for all footings,
2. Concrete slab.Thickness and reinforcing per soils report. 6. Existing curb and gutter per approved Street Plans. = 1 connections and reinforcing applications.
3. 1/8” wide sawcut, 1” deep. 7. 1/4” radius at corners Af\ ; )i - li’ > < 78
4. Sanded waterproof sealant. Color to match adjacent concrete paving. Notes: 8. Amended soil. ;§ ; 1 1
©, : ===
5. 3/8” thick joint filler compatible with sealant. A. Refer to Construction Plan for all types, colors, finishes and manufacturer *T—” - Vﬂ:mgml_li
6. 1/8” radius at edges. application. === e HIE="  Section
E/ on” _ EEEJ_—TlEI .',——.——'—%' B .—'.-.——:-:- HEEEJ_] Scale: 7/ 2'=1"-0"
S0 ==l ia e
_@ Concrete Joints Maintenance Sftrip C ) Announcement Monument
NOTES:
44 @ 24" O.C. 1. ALL STRUCTURAL STEEL SHALL BE GRADE
HORIZONTAL 2. 60(Fs=24,000Fm) -
REINFORCEMENT ALL CONCRETE SHALL HAVE A MINIMUM COMEWESS
3. STRENGTH OF 3,000 psi IN 28 DAYS.
ST ST > ALL MASONARY SHALL BE SOLID GROUZERADE "N”
M cre IRy e# Bavs (Fm=1500psi)
o | I N (1 J 4. SEE LANDSCAPE ARCHITECT PLANGRIL AND
NN = =T=1= - N
N T 2N X COLUMN LOCATION.
A - & ] jﬂ Q 5. PROVIDE MASONRY TIES FOR ONE VENEER.
=== Ve MASONRY TIES SHALL MECRLL APPLICABLE
T T T T T T iy COD
N HRI Lo DQB PLAN VIEW ” 3
I=T==11=]1 : | N )
T A 4
Tl |§%Eélj PNDL/I\ND/IIE?(_IDL -
HIH TSN
6" - 1 —,8
A 2 —
(TYP.)
Section )
Scale: 1 1/2"=1"-0" 4
SECTION A-A I =T
)
Legend 37 , ; , |
1 1 1 1 o
1. Concrete band. See construction legend for color and finish.
2. 1/4” radius at all corners.
3. No. 4 rebar, continuous. Minimum 2" clear. ' T T .<-7,N - #4 @ 127 0.C. E.W.
4. Adjacent planting area. Allow 2” for shrub, . 1271 S . TOP & BOTTOM
1” for turf planting and 1/4” for D.G. trail. A i AR A'q/_ @ 12" 0.C.
5. Turf areo. 1< | 4. < JA MPAORIZONTAL
6. 90% min. compacted soil depth of 12" below sub—grade I A D Py REINFORCEMENT
of decomposed granite. - A 5
7. 90% compacted sub—grade. 4 1 e .
8. Amended soil, = ,'/ﬁ > 2 T il
o ' “ L%i_l%% — Z A%5. r:::_llzll:ﬂl_ﬂﬁl_ﬂ,zlll:“'
Notes 2 : Y — I:E:,T
Refer to Construction Legend for N l-_Hl ' \Q - _Igmlr_l
types, colors, finishes, and manufacturers. L — :m Al = . — . EIMIZT"
n TITRpE—]
-
SECTION B-B L 4—6" L
/]

SECTION

E)

(D) Mow Curb

City Business Tax Certificate No. 103549 Exp. Date 03-01-203

G Announcement Monument (Structural per Pace)  scuc 1/r-r

PREPARED UNDER THE DIRECTION OF: Landscaps Archifecture R y lM /k M d' A :
. Urban Design e a e a’ ’ ' {5 N.T.S K 1/02 PROJECT NO. GI01-000
Underground Service Alert PRIVATE ENGINEERING NOTE Planning IV r I S - == 03/21/ - ClTY OF RIVERSIDE, CALIFORNIA Constfuctlon Details
Habltat Restoration 1] ] .
Call: TOLL FREE CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH at La Slé?l' ra Unl ver. Slty DEPARTMENT OF PUBL|C WORKS
R CNEALY FSSEPTED CONTRICTON, RGeS CovTucTon — A . R-3561-ML
1 — 800 RESPONSIBILITY FOR JOB SITE_CONDITIONS DURING THE COURSE OF San Clamante APPROVED BY BY |DATE | APPROVED BY iverwalk Park Way Medlan
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS Calfomla 92672 PRINGIPAL ENGR 2
CONTINUOUSLY AND. NOT. BE LMITED. 70 NORMAL WORKIG HOURS. AND i S - i : : z
227—-2600 N A ) wwthscoloboratvewmicon ' TheCollaborative West Prepared For: Griffin Industries PLANNING DEPT. \Iw /(ﬂo'U DIRECTOR OF PUBLIC WORKS p 26
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL SCALE:  As Shown BENCH MARK T oA s i SHEET 0 OF
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE VIL ENGINEER NO : MARK REVISIONS APPR.| DATE | __PARKS DEPT. TRIOB1S [T}
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FINISH GRADING
PART 1 — GENERAL CONDITIONS
1.1 Description:

A Work included:
7. Furnish all labor, materials, -equipment, appliances and necessary
incidentals for the complete installation of all landscape finish
grading as shown: on the drawings and as specified herein.

a.  Preliminary Grading: Grades in all planting areas will be
established to within +/— 1/10 foot by others prior to beginning
of landscape construction. Raised and roof deck planting
areas shall be backfilled with mixes indicated on plan and in
specifications.

b. Weeding: Before and during finish grading, all weeds and
grasses shall be dug out by the root and disposed of off the
site. ;

c.  Finish grading: Finish grading shall consist of finishing surfaces
by raking smoothly and evenly, removing and disposing of all
extraneous matter to facilitate natural run—off water. All
extraneous matter shall be disposed of off the site.

d.  Moisture Content: The soil shall not be worked when the
moisture content is so great that excessive compaction will
occur and not when it is so dry that a dust will form in the air
or that clods will not break readily. Water shall be applied, if
necessary, to provide ideal moisture content for tilling and for

herein specified.

2. Visit the site to determine existing conditions, including access to
the site and the nature and extent of existing improvements upon
adjacent public and private property, nature of materials to be
encountered and other factors that may affect the work of this
section. Additional compensation resulting from the alleged
ignorance of local conditions, and their effect upon the cost of
the work will not subsequently be approved.

3. Cause minimum interference with workmen, materials, or othér
equipment of other trades on the project.

PART 2 — MATERIALS
2.1 No materials are required of this section.

PART 3 — EXECUIION
3.1 Surface Condition:

A.  Prior to commencing work required by this section, inspect the work of
other trades and verify that such work has been properly completed
and installed to allow for proper installation of all materials and
methods required of this section.

B. Al landscape finish grading shall be installed in accordance with the
requirements of all governing authorities, the original design and the
referenced standards.

3.2 Finish Grading:

A General:  When preliminary grading and weeding has been completed
and the soil has dried sufficiently to be readily worked, all lawn and
planting areas shall be graded to the elevations indicated on the
drawings. Grades not otherwise indicated shall be uniform levels or
slopes between points where elevations are given. Minor adjustments
of finish grades shall be made at the direction of the Landscape
Architect, if required. Finish grade shall be smooth, even and uniform
plane with no abrupt change of surface. Soil areas adjacent to building
shall slope away from the buildings to allow a natural run—off of water,
and surface drainage shall be directed as indicated on the drawings
by remodeling surfaces to facilitate the natural run—off water. Low
spots and pockets shall be graded to drain properly.

B. Shrubs and Ground Cover: The finish grade of all shrubbery and
ground cover areas shall be 1—1/2 inches below the grade of adjacent
pavement, walks, curbs or headers and 3 inches below adjacent walls.
An exception to the above requirements shall be made wherever
drainage conditions may require flush grades as directed by the
Landscape Architect.

C.  Lawn Areas: The finish grade of all lawn areas shall be 1—1/2 inches
below the grade of adjacent pavement, walks, curbs or headers. An
exception to the above requirements shall be made wherever drainage
conditions may require flush grades as directed by the Landscape
Architect.

D. Drainage: Contractor is to finish grade with proper slope to drains.
All flow lines, designated or not, shall be graded and maintained to
allow free flow of surface water, and shall conform to the intent of all
plans and sections after thorough settlement and compaction of the
soil.

3.3 Inspections: All inspections herein specified shall be made by the
Architect. Request inspections at least 24 hours in advance of the time
inspection is desired. Inspection is required when finish grading is completed.

END

DRAINAGE

PART 1 — GENERAL CONDITIONS
1.1 Description:
A. Work included:

1. Provide all labor, materials, tools, equipment, transportation and
necessary incidentals for the completion of all drainage systems as
shown on the drawings including but not limited to the following:

a.  Installation of all brass, ABS and PVC drainage structures.

b.  Installation of all drain lines and other necessary equipment as
intent of plans. '
PART 2 — MATERIALS

2.1 Acrylonitrile Butadiene—Styrene (ABS) Schedule 40 plastic drain pipe,
perforated or non—perforated in diameters shown on drawings.

2.2 Basins and Drains: High impact plastic styrene drain basins, catch basins,
and grates, high impact plastic styrene deck drains and/or precast
concrete drain box and catch basins and cast iron grate and/or brass
basin and grate in diameters, sizes and types shown on drawings.

2.3 Fittings: Snap couplings, snap tees, ells, Y, and receiver couplings as
necessary to connect all pipe, drains and fittings as shown or inferred on
drawings.

PART 3 — EXECUTION
3.1 Trenching and Pipe Laying:

A Trenches to pitch a minimum of 1/4” per foot unless otherwise indicated
on drawings. Contractor to verify all invert elevations and trench depth
prior to excavation. '

B.  Bottom of trench shall be smooth and continuous to flow direction. A
hollow shall be made to receive bell of pipe so that the joint will not
bear upon the subgrade. Adjustments to line and grade shall be made
by scraping away or filling in with backfill under the base of the pipe and
not by wedging or blocking.

C. Trench material shall be used for backfill. However, no rocks or lumps
shall be used. Welded joints shall be given at least 15 minutes setup
before handling. Above the level of initial backfill, the trench may be
backfilled with trench material.

D. Compaction: Compaction by tamping shall be done in layers not
exceeding eight (8”) inches in loose depth. Each layer shall be
thoroughly compacted before proceeding with work.

3.2 Cleanup and Testing:

A. Prior to covering of trenches, drain line and basins shall be checked to
insure proper flow and water tightness.

B.  The piping systems shall be flushed and cleaned prior to connecting to
existing drain line, catch basin or storm drain systems.

C. Upon completion of work, remove debris, tools, and surplus materials from
site.

3.3 Inspection: The following inspection shall be made by the Landscape
Architect: When drainage work is completed, request inspection at least 24
hours in advance of the time the inspection is desired.

SITE CONCRETE END

PART 1 — GENERAL CONDITIONS
1.1 Description:
A. Work Included:

1. Furnish all labor, materials, equipment, appliances, and necessary
incidentals for the complete installation of all concrete per the
drawings.

2. Install decorative concrete paving with finish and integral color
as approved by the Planning Department.

1.3 Submittals:
A.  Samples of color and texture shall be submitted to Landscape Architect
and City of Riverside Planning Department for approval.

B.  Prepare 5 x 5 panel of each type of paving using mix, materials and
workmanship proposed for actual work.

1.4 Product Protection, Storage and Handling:

A Protection: Take all precautions necessary to protect the materials of
this section before, during, and after installation.

B.  Replacements: In the event of damage, immediately repair all damaged

and defective work to the approval of the Landscape Architect, at no
additional cost to the owner.
PART 2 — MATERIALS

2.1 Cement shall be Portland Cement Type [, conforming to ASTM designation

2.2 Aggregates shall conform to ASTM designation C—33, 3/4” maximum size. Fine,
natural sand, well graded, shall conform to ASTM C—144. Expansion joints
shall conform to ASTM designation D—1751, size, height and location as noted
on the drawings. Joints shall be impregnated felt unless otherwise specified
on drawings.

2.3 Water used shall be potable quality, clean and free of deleterious material.

2.4 Reinforcing steel shall be intermediate grade deformed bars conforming to
ASTM A—615, Grade 40, free of any coating that would prevent proper bond.
Welded wire mesh shall conform to ASTM A—185. All steel shall be supported
by chairs, spacers and hangers, and wired at intersections. Sizes shall be
as shown on drawings.

2.5 Concrete mix shall be (unless indicated otherwise) a 5—sack Portland Cement
mix, 3/4 inch maximum size aggregate with maximum 5~ slump, designed for
2500 psi at 28 days.

2.6 Joint sealant shall be two—part polysulfide Class A self—leveling sealant as
manufactured by Thiokol, or multi—part polyurethane construction sealant by
L. M. Scofield. Color as selected by Landscape Architect.

2.7 Curing materials for walks shall be Thompson's C & B curing and bond
breaker compound, product of E. A. Thompson Co., Inc. or approved equal
water seadler.

PART 3 ~ EXECUTION

3.1 Subgrade:

A Grade all subgrades to a uniform depth and compact to 95% minimum
compaction. Moisten all subgrades prior to pouring of concrete.

B. Cut all footings in undisturbed or compacted soil. Footings shall be

dead level.
C.  Place and compact sand or aggregate base as shown in the drawings.
3.2 Forms:

A Use only finished lumber. Set all forms to conform to plans and details
and as directed. All edges and lines shall be truly vertical, horizontal
or curved as shown on drawings.

B.  Moisten all forms prior to placing of concrete.

3.3 Expansion Joints:

A Where existing curb provides expansion joint, provide matching expansion
Jjoint (location, type and size) tranversing maintenance strip.

B.  Provide cold joints where new work adjoins existing work on both
sides of median.

C. Place 17 deep, tooled score joints at 5° o.c. where not indicated.

D.  All joints shall be accurately aligned, of sharp, even width.

3.4 Concrete Installation:

A Class A concrete shall contain not less than 5 sacks of cement per cubic
yard and be proportioned to attain a minimum cylinder strength of 2,500
psi in 28 days. Compressive strengths are to be determined in
accordance with ASTM C-39. The slump shall not exceed 4.

B. All transit mixed concrete shall be mixed and delivered in accordance
with the requirement of the Standard Specifications for ready—mixed
concrete, ASTM C—94.

C. Where paving or steps adjoin existing elements, grades shall match
exactly unless otherwise shown on plans. Concrete shall be finished to
true, even lines and surfaces and left free from defects. Maximum
variation permitted shall be 1/8 inch out of line or level in 10 feet. Joints
and edges shall be straight and true and finished with jointing and
edging tools.

D. Curing: All newly placed concrete shall be kept wet by continuous
application of water for the first seven days after concrete has been
placed.

3.5 Concrete Finish:

A Light Broom Finish:
straight edge to remove all irregularities.
steel trowel and edge to an even hard surface.
bristle broom, brush markings on slabs in uniform fashion as shown on
drawings. Construct 6" steel trowel shiner around edges as shown on
plans.

Tamp fresh concrete with heavy metal grid. Screed with
Float to a smooth surface,
Using new manila hemp

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SIMTE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUOUSLY AND NOT BE UMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.
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SPECIAL INSTALLATION NOTES:

IRRIGATION MAIN LINE PIFPE, VALVES, QUICK COUFPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM

BACK OF CURB.

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OPERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVE BOXES WITH THREE (3) FEET CLEAR BETWEEN

VALYE BOXES.

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES

IN DIRECTION.

NOTE:

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY
PARKUWAY OF RIVERWALK DRIVE.

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION

NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION

DETAILS.

IRRIG. WATER STUB-OUT ™' CRITERIA:

Domestic Water Meter:
Water Meter Number:
Water Meter Address:

2![

Street Station: 1245
Maximum Demand in GPM 43.2gpm
Maximum available pressure: B2 psi
Required System Pressure: 450 psi
///,://

City Business Tax Certificate No. 103549 Exp. Date 03-01-02
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IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIFE

CLASS 200 PYC LATERAL LINE PIFE:

@ - 2 GPM
2 - 1& GPM
9 - 28 GPM
29 - 35 GPM
36 - B5 GPM

3/4"
]Il
14"
12"
2ll

IRRIGATION MAIN LINE PIPE

SCH. 42 MAIN LINE PIFPE | I/4" AND

SMALLER:
| - 12 GPM [y
13 - 23 GPM 174"

CLASS 315 MAIN LINE PIFPE | 172" AND

LARGER:
24 - 32 GPM 112"
33 - 45 GPM 2"
46 - B5 GPM 2 172"

0 15 30
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i

SCALE: 1'=30-0"
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PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGUIGENCE OF DESIGN PROFESSIONAL.
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SFPECIAL INSTALLATION NOTES:

IRRIGATION MAIN LINE PIPE, VALYES, QUICK COUFPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM
BACK OF CURB.

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN AF’F’ROVAL FROM THE
OUNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OFPERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

° WHERE VALVE BOXES ARE GROUFPED, INSTALL VALVE BOXES WITH THREE (2) FEET CLEAR BETWEEN

VALVE BOXES.

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES
IN DIRECTION.

NOTE:
WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY

PARKWAYT OF RIVERWALK DRIVE.

REFER TO SHEET 'IL-1' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION

DETAILS.

IRRIGATION PIPE SIZING CHART
IRRIGATION LATERAL LINE PIPE

CLASS 200 PVvC LATERAL LINE PIPE:

@ -3 GPFM 3/4"
2 - 18 GPM "
19 - 28 GPM I 174"
29 - 35 GPM I 172"
36 - 55 GPM 2"

IRRIGATION MAIN LINE PIPE

! SCH. 4@ MAIN LINE PIPE | 1/4" AND
! SMALLER:
i | - 12 GPM ("
12 - 23 GPM | 1/4"

CLASS 215 MAIN LINE PIFPE | 172" AND

LARGER:
24 - 32 GFPM [ 172"
33 - 45 GPM 2"
4 - 55 GFPM 2 172"

(-
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IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIFE

CLASS 202 PvC LATERAL LINE PIFE:

420
N-3
172"

SPECIAL INSTALLATION NOTES:

BACK OF CURB.

VALVE BOXES.

IN DIRECTION.

IRRIGATION MAIN LINE PIPE, VALVES, QUICK COUPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OUNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OFPERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

WHERE VALVE BOXES ARE GROUFPED, INSTALL VALVE BOXES WITH THREE (3) FEET CLEAR BETWEEN

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES

NOTE:

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY
PARKWAT OF RIVERWALK DRIVE.

DETAILS.

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION
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SPECIAL INSTALLATION NOTES:

IRRIGATION MAIN LINE PIFPE, VALVES, QUICK COUPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM
BACK OF CURB.

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OWNER'S AUTHORIZED REFPRESENTATIVE PRIOR TO TRENCHING OFERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVE BOXES WITH THREE (3) FEET CLEAR BETWEEN
VALVE BOXES.

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES
IN DIRECTION.

NOTE:

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY
PARKWAY OF RIVERWALK DRIVE.

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION

IRRIG. WATER STUB-OUT N' CRITERIA:

Domestic Water Meter:
Water Meter Number:

Water Meter Address:
Street Station:

Maximum Demand Ih GFPM
MaxImum avallable pressure:
Required System Pressure:

2!!

37415

44.] gpm
6.0 psl
5.0 psi

City Business Tax Certificate No. 103549 Exp. Date 03-01-p203
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IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIFPE

CLASS 200 PYC LATERAL LINE PIFE:

@ -3 GPM
2 - 18 GFM
2 - 28 GPM
29 - 35 GFPM
26 - 55 GPM

3/4"
]ll
1 174"
172"
2"

IRRIGATION MAIN LINE PIFPE

SCH. 42 MAIN LINE PIFE | 174" AND
SMALLER:

| - 12 GPM "

12 - 23 GPM 1 174"

CLASS 315 MAIN LINE PIPE | 112" AND

LARGER:
24 - 32 GPM I 172"
33 - 45 GPM 2"
456 - 55 GFPM 2 172"
0 15 30 60
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SCALE: 1'=30-0"

DETAILS.
PREPARED UNDER THE DIRECTION OF:
Underground Service Alert PRIVATE ENGINEERING NOTE
Call: TO I—-L- FREE CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH

GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
) CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
17 — 800 RESPONSIBILITY FOR JOB SITE_CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY

227_2600 CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
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SPECIAL INSTALLATION NOTE®S:

IRRIGATION MAIN LINE PIPE, VALVES, QUICK COUPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM
BACK OF CURB. |

|
THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OUNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OPERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

WHERE VALVE BOXES ARE GROUFPED, INSTALL VALVE BOXES WITH THREE (2) FEET CLEAR BETUEEN
VALVE BOXES.

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES
IN DIRECTION.

NOTE:
WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER \,
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY N
PARKWAT OF RIVERWALK DRIVE. \.
X
e
yd

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION
DETAILS.

IRRIGATION PIPE SIZING CHART
IRRIGATION LATERAL LINE PIPE

CLASS 202 PVC LLATERAL LINE PIFE:

2 -3 GPM 3/4"
2 - 18 GFPM [
19 - 28 GPM | 174"
29 - 35 GPM I 172"
3e - B5 GFPM 2"

IRRIGATION MAIN LINE PIPE

SCH. 42 MAIN LINE PIFPE 1 1/4" AND

SMALLER:
I - 12 agPM ' "

13 - 23 GPM | 174"

CLASS 315 MAIN LINE PIFPE | 172" AND

LARGER:
24 - 22 GPM 172"
33 - 45 GPM 2"
46 - B5 GFPM 21/2"
A
3
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IRRIG. WATER STUB-OUT 'O' CRITERIA:

Domestic Water Meter:
Water Meter Number:
Water Meter Address:

2Il

Street Station: 50+15
Maximum Demand n GFPM 43.0 gpm
Maximum avallable pressure: 652 psl
Required System Pressure: 53D psi

;ﬁheet
[

o6

I

fchiine 8

SPECIAL INSTALLATION NOTES:

DIAGRAMMATIC.
BACK OF CURE.

IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIPE

CLASS 202 PVC LATERAL LINE PIFE:

VALVE BOXES.

2 -3 GFM
2 - 18 GPFM
19 - 28 GPM
29 - 35 GPM
26 - 55 GPM

3/4"
]ll
1 174"
112"
2l|

IN DIRECTION.

IRRIGATION MAIN LINE PIPE, VALVES, QUICK COUPLERS, AND OTHER RELATED APPURTENANCES ARE
INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OPERATIONS,

ALL IRRIGATION MAIN LINE PIFPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER POSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVE BOXES WITH THREE (3) FEET CLEAR BETWEEN

SLEEVES ACROSS ROADWATS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES

IRRIGATION MAIN LINE PIPE

NOTE:

SCH. 42 MAIN LINE PIFE | I/4" AND

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER

SMALLER: ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY
1 - 12 GPM " ‘
1o e " PARKUAT OF RIVERWALK DRIVE.
CLASS 315 MAIN LINE PIPE | 172" AND
LARGER: .
YR — REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
33 - 45 GPM 2" NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION
4o - 55 GFPM 2 172" DETAILS.
o
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§
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SPECIAL INSTALLATION NOTES:

BACK OF CURB.

VALVE BOXES.

IN DIRECTION.

IRRIGATION MAIN LINE PIFPE, VALVES, QUICK COUFPLERS, AND OTHER RELATED APPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIFPE AT A CONSTANT DISTANCE OF 24" FROM

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OUWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OFPERATIONS,

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER FPOSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVYE BOXES WITH THREE (2) FEET CLEAR BETWEEN

SLEEVES ACROSS ROADWATS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES

-

/’/

PARKWAY OF RIVERWALK DRIVE.

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLT/EASTERLY

DETAILS.

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'D-1 AND [ID-2' FOR IRRIGATION INSTALLATION

City Business Tax Certificate No. 103549 Exp. Date 03-01-pRo3

IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIFE

CLASS 200 PVvC LATERAL LINE PIFPE:

@ -2 GPM
@ - & GPM
19 - 28 GPM
29 - 35 GPM
36 - B5 GFM

3/ 1
III
174"
112"
2"

IRRIGATION MAIN LINE PIFE

SCH. 40 MAIN LINE PIFE | 174" AND

SMALLER:
1 - 12 GPM
13 - 23 GPM

III
1 174"

CLASS 215 MAIN LINE PIPE 1 1/2" AND

LARGER:
24 - 32 GPM 120
33 - 45 GPM 2
46 - 55 GPM 2 172
>
Y Q
b3
N
©
&
0 15 30 60

e

SCALE: 1'=30"-0"

Underground Service Alert

cal:  TOLL FREE
| ‘qﬁii 1 — 800
227-2600

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUOQUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE
PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

PREPARED UNDER THE DIRECTION OF:

Landscope Architecture
Urban Daesign
Planning

Habttat Restorafion

100 Avenida Miramar

San Clemente

Callformia 92672

Phone 949.366.6624

Fax 949.366.6626
‘www.thecollaborativewest.com

RiverWalk Medians A1

03/21/02"

at La Sierra University
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T.C.W.
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SFPECIAL INSTALLATION NOTES:

DIAGRAMMATIC.
BACK OF CURB.

IRRIGATION MAIN LINE PIPE, VALVES, QUICK COUPLERS, AND OTHER RELATED APPURTENANCES ARE
INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OUWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OFPERATIONS.

ALL IRRIGATION MAIN LINE PIFPE AND REMOTE CONTROL VALVYES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER FPOSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVE BOXES WITH THREE (3) FEET CLEAR BETWEEN
VALVE BOXES.

SLEEVES ACROSS ROADWAYS SHALL BE INSTALLED WITH STRAIGHT RUNS WITH NO BENDS OR CHANGES
IN DIRECTION.

NOTE:

WATER METER, BACK FLOW PREVENTION DEVICE, AND CONTROLLER
ARE TO BE LOCATED AND INSTALLED IN THE SOUTHERLY/EASTERLY
PARKWAY OF RIVERWALK DRIVE.

REFER TO SHEET 'IL-I' FOR IRRIGATION LEGEND AND CONSTRUCTION
NOTES, SHEET 'ID-1 AND ID-2' FOR IRRIGATION INSTALLATION
DETAILS.
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IRRIGATION PIPE SIZING CHART

IRRIGATION LATERAL LINE PIFE :

CLASS 200 PVC LATERAL LINE PIFE:
@ -9 GFM /4"
2 - 1& GPM "

19 - 28 GPM 1 174"
29 - 35 GPM 172"
26 - B5 GPM 2"

IRRIGATION MAIN LINE PIFE

SMALLER:

SCH. 42 MAIN LINE PIFE 1 174" AND

| - 12 GPM
13 - 23 GPM

lll
174"

CLASS 215 MAIN LINE PIFPE | 172"
LARGER:

AND

24 - 32 GPM
323 - 45 GPM
46 - 55 GPM

2"
2!!
2 172"

0 15 30

SCALE: 1'=30-0"
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Underground Service Alert

cal:  TOLL FREE

1 — 800

227-2600

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY
AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

PREPARED UNDER THE DIRECTION OF:

Landscape Architectura
Urban Design
Planning

Habitat Restorafion

100 Avenida Miramar
San Clemente
Californla 92672
Phone 949.366.6624
Fox 949.366.6626
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IRRIG. WATER STUB-OUT 'P' CRITERIA:

Domestic Water Meter: 2"
Water Meter Number: ———
Water Meter Address: -——

Q\ Street Station: 13400

Q Maximum Demand in GPM 44.1 gpm

* Maximum avallable pressure: 652 psl
IS l Required System Pressure: 500 psl

IRRIGATION PIPE SIZING CHART
IRRIGATION LATERAL LINE PIPE

CLASS 200 PVYC LATERAL LINE PIPE:

@ - 9 GFPM 2/4"
@ - 18 GPM "
19 - 28 GPM I 174"
29 - 35 GPM 172"
36 - B5 GPM 2"

IRRIGATION MAIN LINE PIFPE
SCH. 42 MAIN LINE PIFPE 1 I/4" AND

SMALLER:
I - 12 GPM /"
13 - 23 GPFM [ 174"

CLASS 215 MAIN LINE PIFE | 172" AND

LARGER:
24 - 32 GPM 172"
33 - 45 GPM 2"
46 - 55 GPM 2 172"

SFPECIAL INSTALLATION NOTES:

IRRIGATION MAIN LINE PIFPE, VALVES, QUICK COUFPLERS, AND OTHER RELATED AFPPURTENANCES ARE
DIAGRAMMATIC. INSTALL THE IRRIGATION MAIN LINE PIPE AT A CONSTANT DISTANCE OF 24" FROM
BACK OF CURBE.

THE CONTRACTOR SHALL STAKE THE MAIN LINE ROUTING AND OBTAIN A WRITTEN APPROVAL FROM THE
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING OFERATIONS.

ALL IRRIGATION MAIN LINE PIPE AND REMOTE CONTROL VALVES SHALL BE INSTALLED WITHIN THE
PLANTING AREAS, PER CITY STANDARDS, WHEREVER FPOSSIBLE.

WHERE VALVE BOXES ARE GROUPED, INSTALL VALVE<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>